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Compiled by Ian Wade, G3NRW  (g3nrw@g3nrw.net)

5258.5 5264.0

5.5 kHz

All dial frequencies are USB 
except where stated otherwise
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NOTE The “UK 60m Band Utilization Chart" is exactly that. It is not a "bandplan“. It is not “official”. Rather, it is an attempt to graphically portray 

the actual current activity on the “new” UK 60m band since it was released on 1 January 2013. The light blue lettered channels (for 
example, “Old FA”, “Old FB” etc) are pre-2013 UK legacy allocations. The “Channelised SSB” channels (in dark green) are fixed frequency 
allocations that align with the pre-2013 allocations. The other SSB channels (in light green) are typically heard over the indicated frequency
ranges.For information on non-UK allocations, see the Worldwide Amateur 5 MHz Allocations Chart by Paul Gaskell, G4MWO
https://www.dropbox.com/s/b8dm3fi62i1qajy/5%20MHz%20Newsletter.pdf

Old FA

5258.5 - 5261.5

CW

5262.0
CW QRP 

COA

5272 5274 5276 5278 5280 5282 5284 5286 5288 5290 5292

5276.0 5284.0

8 kHz

5288.5

3.5 kHz

5292.0

Old FB

5278.5 - 5281.5

Old FC

5288.5 - 5291.5

WSPR
5288.6-
5288.8 

GB3RAL
GB3WES
GB3ORK

5290.0 5290.5

OV1BCN

Beacons and WSPR
(no other TX)

5288.5 – 5292.0

EmComm
COA

5278.5

5278.5 – 5281.5

Channelised
SSB (USB)

5276.0 –
5281.0

SSB (USB)

NOTE
All 60m SSB transmissions

use upper sideband.

“COA” = Centre of Activity 

NOTE
When transmitting SSB close to the top
end of a segment, make sure the dial 
frequency is at least 3 kHz lower than 
the top, to be certain that the whole 
signal remains within the segment.

DX CW
5280.0

5260.0
CW
COA



5298.0 5307.0

9 kHz

5292 5294 5296 5298 5300 5302 5304 5306 5308 5310 5312

5312 5314 5316 5318 5320 5322 5324 5326 5328 5330 5332

5313.0 5323.0

10 kHz

5317.0

AM LSB
3 kHz

AM USB
3 kHz

5313.5 – 5319.5

5320.0

5320.0 – 5323.0

SSB (USB)

5332 5334 5336 5338 5340 5342 5344 5346 5348 5350 5352

5 kHz

5333.0 5338.0

5333.0 –
5335.0

SSB (USB)

5298.0

5298.0 – 5301.0

SSB (USB)

5301.0

5301.0 – 5304.0

SSB (USB)

5304.0

5304.0 – 5307.0

SSB (USB)

All dial frequencies are USB 
except where stated otherwise
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NOTE
NOT YET AVAILABLE

IN THE UK

5351.5 – 5366.5 
WRC-15 APPROVED



5352 5354 5356 5358 5360 5362 5364 5366 5368 5370 5372         5374

5354.0 5358.0

4 kHz

Old FK

5366.5 - 5369.5

Olivia
16 / 500

5368.0

5363.0

UK PSK 
COA

5371.5

5371.5 – 5374.5

Channelised
SSB (USB)

PSK

5362.0 – 5364.0

Data Modes (not DV)
(Olivia / MFSK / RTTY etc)

5364.0 – 5371.5 

Old FL

5371.5 - 5374.5
5354.0

SSB (USB)

5374 5376 5378 5380 5382 5384 5386 5388 5390 5392 5394

5378.0 5382.0

4 kHz

5378.0 –
5379.0

SSB (USB)

DX CW
5373.0

5362.0

12.5 kHz

5374.5

DX SSB

JT65

5357.0

5357.0–5359.0

JT65 JT9

5359.0–5361.0

International

5356.0

LA PSK
centre

All dial frequencies are USB 
except where stated otherwise
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NOTE
This JT65 slot is 

only 1000 Hz wide.

NOTE
NOT YET AVAILABLE

IN THE UK

5351.5 – 5366.5 : WRC-15 APPROVED



5394 5396 5398 5400 5402 5404 5406 5408 5410 5412 5414

5401.55395.0

6.5 kHz

5403.5 5406.5

3 kHz

Old FE

5398.5 - 5401.5

Old FM

5403.5 - 5406.5

Sunset Net
SOTA

DX CW
5405.0

GB2RS News

5398.5

5398.5 – 5401.5

Channelised
SSB (USB)

5403.5

5403.5 – 5406.5

Channelised
SSB (USB)5395.0 –

5395.5

SSB (USB)
DX SSB

All dial frequencies are USB 
except where stated otherwise
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